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ชุดกันสำรเคมีระดับรุนแรงมำก รุ่น DT300 

รุ่น :DT300 ยี่ห้อ : Deltaplus 

 มาตรฐาน EN13982, EN13034, EN14126, EN1073, EN1149 

 คุณภาพสูงจากฝรั่งเศส 

 ชั้นนอกสดุเคลอืบสารกันสารเคมีกัดกร่อน 

 ชั้นในการป้องกันเคมีถึง 7 ชั้น 

 กันไฟฟ้าสถิตย ์

 กันสารเคมีรุนแรงมากได้ 
 สามารถใช้ซ้้าได้ 
 น้้าหนักเบา ไม่ร้อนเวลาใส่ 
 กันเชื้อโรค กันรังสีนิวเครยีส กันเลือด ใช้ได้ทั้งงานอุตสาหกรรม, กู้ภัย, และ

โรงพยาบาล 

 ปลายแขนเป็นแบบแขนเสื้อ เคลือ่นไหวสะดวก ไม่รัดแขน 

 เป็นรุ่นที่ขายดีที่สุดของโลก 

 Size : M, L, XL 
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DELTACHEM® OVERALLS WITH HOOD
Ref. DT300

Product specifications

Overall with elasticated hood. Non woven Deltachem®. Zip Fastening under double flap. Elasticated around
the head, waist, cuffs and ankles. Individual pack.
DELTATEK® 5000 Non Woven.
70% Polypropylene.
30% Polyethylene.
Anti-static.
COLOUR
Yellow
SIZE
M, L, XL, XXL

Product Use - Risks

 Biological chemical particles   Antistatic

 Agriculture / Green areas   Heavy industry   Light industry   Hygiene
environment
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Product's highlights & user's benefits

Closure with double flap

Double elastic for thumb

Elasticated ankles

DELTACHEM® SMS with double outer
chemical barrier

Sealed seams
Lint free
Silicone free
Decontamination
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Certifications and Standards

PPE DIRECTIVE 89/686/EEC

EN14605:2005+A1:2009 Performance requirements for clothing with liquid-tight (Type 3) or
spray-tight (Type 4) connections.

3B: Protection against liquid chemicals + biological protection - Type 3B (jets)
4B: Protection against liquid chemicals Type 4B (mists)

EN ISO 13982-1:2004+A1:2010 Protective clothing for use against solid particulates - Type 5
clothing

5B: Protection against dust (asbestos) + biological protection Type 5B

EN13034:2005+A1:2009 Performance requirements for chemical protective clothing offering
limited protective performance against liquid chemicals (Type 6 equipment)

6B: Limited protection against liquid chemicals + biological protection Type6B

EN14126:2003 Protective clothing - Performance requirements and tests methods for
protective clothing against infective agents

EN1073-2:2002 Requirements and test methods for non-ventilated protective clothing
against particulate radioactive contamination

2: Radioactivité - Facteur de protection 50 - Classe 2

EN1149-5:2008 Electrostatic properties - Part 5: Material performance and design
requirements

References

References Bar code COLOUR SIZE  

DT300TM 3295249192914 Yellow M 20 -

DT300GT 3295249192907 Yellow L 20 -

DT300XG 3295249192921 Yellow XL 20 -

DT300XX 3295249192938 Yellow XXL 20 -


	lipari
	DELTA-PRODUCT-DT300

